
INTERCOM ENTRY SYSTEM with iOS / ANDROID APP

MODEL 232 

• Speak to and see visitors on Smartphone and iPad
• Alerts on smartphone and tablet
• Uses DoorBird D11 module

• Multiple door stations
• Multiple users
• Cloud recording
• Easy installation
• HDTV image sensor
• Night vision – Includes 12 IR LEDs
• On-demand video at any time
• Remote controlled relay (NO Com)
• Wide angle lens (180o horizontal, 90o vertical)
• SIP compatible
• 180° motion sensor (PIR)
• PoE 802.3af
• Secure IP access control
• IP 54 weather protection
• Face plate dimensions: 7.5” x 4.4” (h w)

• Back box dimensions: 7” x  3.75” x 4.25” (h w d)  p/n 9303 (Included)

• Specify keypad type desired:  Stand-alone 12 button or 26 bit 
Wiegand output 

Options 

• Stainless Steel model units include an illuminated doorbell button.

Tel: 714.434.6904
Web: www.eholovision.com

Flush mount
back box 
pn/ 9303 

Surface mount 
back box 
p/n 9316

FEATURES

NOTE: The surface mount back box cannot be used with the illuminated 
             push button.  

STANDARD BRASS FINISHES: Black Powder Coat, Brushed Chrome, Light Antique Brass, Oil Rubbed Bronze, Oil 
Rubbed Bronze Patina Edge, Pewter, Polished Brass, Polish Chrome, Satin Brass, Satin Nickel, White Powder Coat.

STANDARD STAINLESS STEEL. 




